Zoning Bylaw 12800

DRAFT Modifications to Parking Requirements for Multi-Residential Uses (Apartment Housing, Row Housing and Stacked Row Housing) Located in Close Proximity to Transit

Proposed additions shown as highlighted text.   
Text to be removed shown as strikethrough.
Proposed updates shown in red text.

54.2      Required Off-street Vehicular Accessory Parking

0. Number of Vehicular Spaces

a. The minimum number of off-street parking spaces required for each Use is specified in Schedule 1.
b. Where Apartment Housing, Row Housing or Stacked Row Housing Uses, outside of the Downtown Special Area, are located within 400 metres of an existing or Council-approved LRT station, within 400 metres of an existing or Council-approved Transit Centre, or within 100 metres of a Transit Avenue, reduced minimum parking requirements, and maximum parking requirements, shall apply as specified in Schedule 1(A).  Such distances shall be measured from the nearest point of the LRT station, Transit Centre or Transit Avenue, to the nearest point of the Site where the building or Use is located.
b.c. 
Where the applicant for a Development Permit can demonstrate through a vehicular parking demand study prepared and submitted with respect to the proposed development, that by virtue of the use, character, or location of the proposed development, and its relationship to public transit facilities and other available parking facilities, the parking requirement for the proposed development is less than any minimum or more than any maximum set out in the Parking Schedule, the Development Officer may allow a reduction from the minimum or an increase from the maximum in the number of parking spaces. The Development Officer shall submit the demand study to the Transportation and Streets Department for analysis, and the proposed reduction or increase may be approved by the Development Officer with the advice of the Transportation and Streets Department. In no case shall the resulting number of parking spaces be less than one per Dwelling in the case of Residential Uses.

c.d.
For mixed use developments of greater than 28 000 m2 [image: image1.png]


of Floor Area, which accommodate restaurant, entertainment and or cinema uses exceeding 20% of the Floor Area, a shared use parking impact assessment shall be submitted to the Development Officer in order to assist in the determination of the required off-street vehicular parking supply. The Development Officer shall submit the parking study to the Transportation and Streets Department for analysis, and the proposed reduction or increase may be approved by the Development Officer with the advice of the Transportation and Streets Department.
2. Location of Vehicular Parking Facilities

a. For all residential developments, the required parking spaces shall be wholly provided on the same Site as the building.

b. For all other Uses, parking spaces may be provided on a Site located remotely, but no further than 120.0 m [image: image2.png]


from the Site. Such distance shall be measured along the shortest public pedestrian route from the nearest point of the parking area to the nearest point of the Site where the building or Use is located. Where off-site parking is provided pursuant to this provision, the development shall be considered as Class B Development.

c. Where required parking spaces are not on the same Site of the development or Use, these parking spaces shall be identified as parking spaces for that development or Use through the use of appropriate signage.

d. Notwithstanding the definition of Accessory [image: image3.png]


in this Bylaw, Accessory parking spaces for non-residential Uses may be located on another Site where:

i.  
the principal Use Class to which the parking is an Accessory Use is a 
Permitted or a Discretionary Use on the Site to be used for additional 
parking; or

ii. 
Non-accessory Parking is a Permitted or a Discretionary Use on the 
Site to be used for parking.

. Except as otherwise provided for in this Bylaw, parking spaces required in accordance with the minimum standards of this Bylaw shall be located in accordance with the following:

. parking spaces shall not be located within a required Front Yard, 
except Single Detached [image: image4.png]


, Duplex [image: image5.png]


and Semi-detached Housing 
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; and

i. on a Corner Lot in a Residential Zone, parking spaces, in addition to 
complying with the other provisions of this Bylaw, shall not be located 
within the required Side Yard abutting the flanking public roadway, 
other than a Lane. Where the amount of parking provided on a Corner 
Lot is in excess of the minimum requirements of this Bylaw, the 
Development Officer shall have the discretion to allow such additional 
spaces within a required Side Yard flanking a public roadway, other 
than a Lane.

2. Landscaped Islands Within Parking Areas

a. Every off-street parking or loading area required by this Bylaw to accommodate 30 or more vehicles at grade, shall incorporate landscaped open space within the parking area, calculated on the basis of 2.0 m2 [image: image7.png]


of landscaped island area per required parking and loading space. This shall be Landscaped in accordance with this Bylaw.

b. For parking areas containing required parking for 40 or more vehicles, a minimum of two landscaped islands shall be required. These islands shall be placed to provide visual relief, to assist vehicular circulation and to organize large areas of parking into smaller cells. The number of islands provided shall be to the satisfaction of the Development Officer.

4. Vehicular Parking Dimensions and Configuration

a. All required parking spaces shall be clear of any access driveways, aisles, ramps, columns, Signs or other similar obstructions, and shall conform to the following minimum dimensions:

. except as provided below, each required off-street parking space shall 
be a minimum of 2.6 m [image: image8.png]


width with a minimum clear length of 5.5 m 
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exclusive of access drives or aisles, ramps, columns. Parking spaces 
shall have a vertical clearance of at least 2.0 m [image: image10.png]


. For parallel 
parking, the length of the parking spaces shall be increased to 7.0 m 
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, except that an end space with an open end shall be a minimum 
length of 5.5 m [image: image12.png]


.

i. for parking spaces other than parallel parking spaces, up to 30% of the required parking spaces may be of a length shorter than that required above, to a minimum of 4.6 m[image: image13.png]


. Such spaces shall be clearly signed as small car spaces, easily located and convenient to use;

ii. where the use of a parking space is limited on both sides by a wall or a 
column, the unobstructed width from face to face of the obstructions 
shall be 3.0 m [image: image14.png]


, and if in this case, a building door opens into the 
parking space on its long side, the unobstructed width shall be 3.3 m. [image: image15.png]



iii. where the use of a parking space is limited to one side by a wall or a column, the unobstructed width of the parking space shall be 2.7 m[image: image16.png]


, and if in this case, a building door opens into the parking space on its long side, the unobstructed width shall be 3.0 m [image: image17.png]


.

iv. aisles shall be a minimum of 7.0 m [image: image18.png]


wide for 90º parking, 5.5 m 
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wide for 60º parking, and 3.6 m [image: image20.png]


wide for 45º parking and parallel parking;

v. disabled parking spaces shall be a minimum of 3.7 m  [image: image21.png]


in width and 
5.5 m [image: image22.png]


in length; and

vi. where parking spaces are located with access directly off a Lane, the 
required width of the aisle may be reduced by the width of the Lane, 
but the entire parking space must be provided on the site.
Sec. 54.2    Schedule 1

Schedule 1  - Vehicular Parking Requirement

	Schedule 1(A)   Areas Outside of the Downtown Special Area

	Use of Building or Site
	Minimum Number of Parking Spaces or Garage Spaces Required

	Residential and Residential-Related Uses

	1.  Apartment Housing 

Row Housing 

Stacked Row Housing

 
	1 parking space per Bachelor Suite and Bed Sitting Room, plus

1 parking space per 1 bedroom Dwelling, plus

1.5 parking spaces per 2 bedroom Dwelling, plus

1.75 parking spaces per 3 or more bedroom Dwelling, plus 

1 parking space per 7 Dwellings for visitor parking.

Where such Uses are located within 400 metres of an existing or Council-approved LRT station, within 400 metres of an existing or Council-approved Transit Centre, or within 100 metres of a Transit Avenue, the following minimum parking requirements and maximum parking requirements shall apply:
0.7 parking space per Bachelor Suite and Bed Sitting Room, to a maximum of 0.9 space per Bachelor Suite and Bed Sitting Room, plus

0.8 parking space per 1 bedroom Dwelling, to a maximum of 1.0 space per 1 bedroom Dwelling, plus

1.0 space per 2 bedroom Dwelling, to a maximum of 1.3 spaces per 2 bedroom Dwelling, plus

1.25 spaces per 3 or more bedroom Dwelling, to a maximum of 1.5 spaces per 3 or more bedroom Dwelling, plus
1 parking space per 7 Dwellings for visitor parking.
 

The visitor parking must be readily available to an entrance of the building and be clearly identified as visitor parking.

 

The Development Officer may accept Tandem Parking spaces of a number that is equivalent to the total required parking minus the total number of Dwellings and minus visitor parking. Visitor parking spaces shall not be in tandem.

 

	Bylaw 15036

February 2, 2009

 

2.  Boarding and Lodging Houses

Fraternity and Sorority Housing

Garage Suite

Garden Suite

Secondary Suite
	Bylaw 14750                 Bylaw 15036

December 12, 2007       February 2, 2009

 

1 parking space per 2 Sleeping Units in addition to the parking requirements for primary Dwelling. 

 

 

Tandem Parking is allowed for Secondary Suites, Garage Suites and Garden Suites.

 

	3.  Duplex Housing 

Mobile Homes (excluding Mobile Home Parks)

Semi-detached Housing

Single Detached Housing 
	2 parking spaces per Dwelling, may be in tandem and may include 1 Garage space.

 

Where a Front Yard driveway provides access to a parking space that is not within the Front Yard, the Development Officer may consider this driveway as the provision of a second car parking space that is in tandem.

 

	4.  Group Home
	1 parking space per 3 Sleeping Units and 1 parking space per resident staff member.


6.   General Definitions 

Terms and words in this Bylaw which are defined in the Municipal Government Act, 1994, have the meaning expressed in that Act. Other terms and words, unless the context requires otherwise, are defined as follows:

 

6.1(1)   Abut or abutting [image: image23.png]



6.1(2)   Accessory [image: image24.png]



6.1(3)   Act or Municipal Government Act [image: image25.png]



6.1(4)   Amateur Radio Antenna and Support Structure [image: image26.png]



6.1(5)   Amenity Area [image: image27.png]



6.1(6)   Animal Unit [image: image28.png]



6.1(7)   Bachelor Suite and Bed Sitting Room [image: image29.png]



6.1(8)   Bare Land Condominium [image: image30.png]



6.1(9)  Bare Land Condominium Unit [image: image31.png]



6.1(10)  Basement [image: image32.png]



6.1(11)   Bed and Breakfast Operation [image: image33.png]



6.1(12) Bicycle Parking [image: image34.png]



6.1(13) Blank Walls [image: image35.png]



6.1(14) Calliper [image: image36.png]



6.1(15) Conversion [image: image37.png]



6.1(16) Corner Lot [image: image38.png]



6.1(17) Corner Site
6.1(18) Council [image: image39.png]



6.1(19) Curb Cutting [image: image40.png]



6.1(20) Density [image: image41.png]



6.1(21) Discretionary Uses [image: image42.png]



6.1(22) Double Fronting Site [image: image43.png]



6.1(23) Dwelling [image: image44.png]



6.1(24) Edmonton Zoning Bylaw [image: image45.png]



6.1(25) Enclosed Front Porch [image: image46.png]



6.1(26) Family Oriented Dwelling [image: image47.png]



6.1(27) Floor Area [image: image48.png]



6.1(28) Floor Area Ratio [image: image49.png]



6.1(29) Front Lot Line [image: image50.png]



6.1(30) Front Yard [image: image51.png]



6.1(31) Frontage [image: image52.png]



6.1(32) Garage [image: image53.png]



6.1(33) Grade [image: image54.png]



6.1(34) Habitable Room [image: image55.png]



6.1(35) Half Storey [image: image56.png]



6.1(36) Height [image: image57.png]



6.1(37) Household [image: image58.png]



6.1(38) Interior Lot
6.1(39) Interior Site [image: image59.png]



6.1(40) Isolation [image: image60.png]



6.1(41) Landscaping [image: image61.png]



6.1(42) Lane [image: image62.png]



6.1(43) Living Room [image: image63.png]



6.1(44) Lot
6.1(45) Mobile Home Lot [image: image64.png]



6.1(46) Mobile Home Park [image: image65.png]



6.1(47) Mobile Home Subdivision [image: image66.png]



6.1(48) Multi-unit Project Developments [image: image67.png]



6.1(49) Natural Area Management Plan [image: image68.png]



6.1(50) Non-habitable Room [image: image69.png]



6.1(51) Non-required Habitable Room Windows [image: image70.png]



6.1(52) Occupants [image: image71.png]



6.1(53) Overlay [image: image72.png]



6.1(54) Parking Garage [image: image73.png]



6.1(55) Party Wall [image: image74.png]



6.1(56) Permitted Uses [image: image75.png]



6.1(57) Platform Structures [image: image76.png]



6.1(58) Principal Living Room Windows [image: image77.png]



6.1(59) Privacy Zone [image: image78.png]



6.1(60) Private Outdoor Amenity Area [image: image79.png]



6.1(61) Public Space [image: image80.png]



6.1(62) Rear Lot Line [image: image81.png]



6.1(63) Rear Yard [image: image82.png]



6.1(64) Satellite Signal Receiving Antenna [image: image83.png]



6.1(65) Seasonal Bedding Sites [image: image84.png]



6.1(66) Separation Space [image: image85.png]



6.1(67) Setback [image: image86.png]



6.1(68) Side Lot Line [image: image87.png]



6.1(69) Side Yard [image: image88.png]



6.1(70) Site [image: image89.png]



6.1(71) Site Coverage [image: image90.png]



6.1(72) Site Width [image: image91.png]



6.1(73) Sleeping Unit [image: image92.png]



6.1(74) Statutory Plan [image: image93.png]



6.1(75) Stepback [image: image94.png]



6.1(76 Storey [image: image95.png]



6.1(77) Tandem Parking [image: image96.png]



6.1(78) Temporary Development [image: image97.png]



6.1(79) Traffic Generation [image: image98.png]



6.1(80) Transit Avenue

6.1(81) Transit Centre
6.1(80)(82) Treed Landscaped Boulevard [image: image99.png]



6.1(81)(83) Unenclosed Front Porch [image: image100.png]



6.1(82)(84) Use [image: image101.png]



6.1(83)(85) Violation Notice [image: image102.png]



6.1(84)(86) Yard [image: image103.png]



6.1(85)(87) Zone [image: image104.png]



6.1(86)(88) Zoning Bylaw Compliance Certificate [image: image105.png]



DRAFT Definitions


6.1(80)
Transit Avenue

A transportation corridor, served by one or more bus routes that provide service throughout the day, seven days a week, as shown in Appendix I of Section 54.2.  The bus routes serving these areas operate with at least 15 minute frequency during weekday peak, weekday midday periods, Saturday midday periods, and Sunday midday periods and may connect major trip generators, LRT stations and Transit Centres.  The land uses along these corridors are oriented toward the street.

6.1(81)
Transit Centre
A connection point where multiple buses are able to stop simultaneously to allow cross-route transfers between other buses or, where an LRT station exists, a transfer to an LRT vehicle. Transit Centres typically include bus shelters, benches or other amenities located adjacent to one or more roadways where multiple bus stops are accommodated.
[image: image106.emf]
Updated – February 28, 2011


